
Glob Vana (Düz Tip) / Globe Valve (Straight Type)
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NO PARÇA ADI PART NAME MATERIAL
1
2
3
4
5
6
7

9
10
11
12
13
14

 GÖVDE
 SİT
 MİL
 İNDİKATÖR
 KAPAK

 SALMASTRA
 GLEN

KLAPE

 CONTA
SETUSKUR

 T CİVATA

 BODY
 SEAT
 STEM
 INDICATOR
 BONNET

GG25/GGG40.3/GS-C25/RG5-10/CF8/CF8M
BRONZE / AISI 420
AISI 420 / Ms58
ST37
GG25/GGG40.3/GS-C25/RG5-10/CF8/CF8M

 PACKING
 GLAND

 DISC

 GASKET
 SCREW

T BOLT

GRAPHITE
GGG40.3

RG5 / AISI 420

KLINGERIT / GRAPHITE
AISI 304

6.8 STEEL

8
 RING  RING

 TESPİT VİDASI  SECURING SCREW
 EMNİYET PULU WASHER SAFETY

15
16

CİVATA
 HENDIL

BOLT
 HANDWHEEL

8.8 STEEL
GG25

17 SOMUN & PUL  NUT & WASHER STEEL

Ms58 / AISI 420
RG5 / AISI 304

RG5 / AISI 420

Fixed Disc

Regulating Disc

S.D.N.R Disc

S.D.N.R Disc
With Spring

202
202
211
216
249
254
271
311
344

9
9

11
11
18
19
22
26
32

20
20

4,11
5,11
6,4
7,75
10,06
13,06
18,41
22,13

UYGULAMA ALANLARI / APPLICATIONS
DENİZ SUYU, TATLI SU, YAĞ  VE 220°C KADAR BUHAR DEVRELERİNDE 
SEA WATER, FRESH WATER, OIL AND STEAM UP TO 220°C SYSTEMS 
TEKNİK ÖZELLİKLER / TECHNICAL PROPERTY    
ÇALIŞMA ŞARTLARI / WORKING CONDITIONS: DIN 2401  
BAĞLANTILAR / ENDS: DIN 1092-2
ÇALIŞMA SICAKLIĞI / WORKING TEMP.: -10°C / 220°C
ÇALIŞMA BASINCI / WORKING PRESSURE: PN16/PN25/PN40
FACE TO FACE DIMENSIONS: TS EN 558-1

RENKLER / COLORS
PİK DÖKÜM VANALAR / CAST IRON VALVES: MAVİ / BLUE 
SFERO DÖKÜM VANALAR / DUCTILE IRON VALVES: ZEYTİN 
YEŞİLİ / OLIVE GREEN
SERTİFİKALI VANALAR / CERTIFICATE VALVES: LACİVERT / 
ULTRAMARINE BLUE
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